VENTURA COUNTY UNDERWATER SAR

DIVING OPERATIONS CHECKLIST

Except in a rescue situation, prior to allowing a diver to enter the water a tender shall check and confirm the following:

___  Safety diver suited and ready to respond if necessary.

___  FFM check:      

___  Second stage regulator securely attached.

___  E/O connection secure.

___  Battery connection secure.

___  Earpiece in place.

___  Activate Comm. Unit.

___  Activate emergency signal.

___  Air Supply:



___  Primary air supply on.



___  Air pressure check and confirmation by diver.



___  Auxiliary air supply on, or line pressurized.



___  Auxiliary air supply properly secured.



___  Auxiliary regulator secured and readily available.

___  Possession of necessary dive/safety equipment:



___  Auxiliary mask (worn backward on neck or in pouch/pocket).



___  Adequate exposure protection.



___  B/C power inflator hose connected.



___  Two cutting instruments (minimum).



___  Computer (activated) or depth gauge.



___  Pressure gauge (or air integrated computer).



___  Compass.



___  Auxiliary timing device (watch, bottom timer).



___  Weight belt (or system) securely attached.


___  All consoles, octopus regulators, etc clipped close 


         with a positive locking type clip.


___  Light (2) for nighttime, dark water, overhead environment.


___  Emergency signal device (flasher, light stick, etc.).


___  Fins

DIVING OPERATIONS CHECKLIST (Continued)

___  Search gear as appropriate to the operation: 

___  Mini-Mother with weight, counter weight, and 

ascending/descending line.



___  Search reel.



___  Perimeter marker.



___  Buddy line.



___  30” ringed line with wrist bungee.



___  Helicopter lift ring.

